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LOOP CABLE ROUTING DETAILS

SLOT IN PAVEMENT

[ B SHOULDER — TRAFFIC LANE —]
, EXCAVATE & FILL SECTION B-B - PIEZO SENSOR DETAIL
12 {305mm] MIN.

OR AS SPECIFIED |
‘ EPOXY OR ACRYLIC
- PIEZO SENSOR
JUNCTION %’/ 0.375" [9.52mm] 0.75"” [19.05mm]
BOX / TYP.

DRILL HOLE FOR CONDUIT

.
0.75" [19.05mm}
17 [25mm] LEAD CONDUIT TYP.
0.750 [191 X 0.750 [19] SLOT
MADE BY EITHER TWO PASSES
WITH A PAVEMENT SAW OR ONE
LEAD WIRES TWISTED 3 TURNS PER 12 [30cm] PASS WITH A MULTIPLE BLADE
SAW.
ALL CONNECTIONS BETWEEN SENSORS AND LEAD
\ CABLES MUST BE LOCATED IN THE JUNCTION BOX
CABLE AND CONDUIT TO THEN SOLDERED AND SEALED FOR WATERPROOFING.
ELECTRONICS

LOOP DIMENSION DETAIL

SECTION A-A - LOOP DETAIL

100.3]—] 4 [1.22] . 1 [0.3] 6’ (1.83m) X 6 (1.83m) 3M LOOP DETECTOR SEALENT
: + OR EQUIVALENT
1 [0.3]
I SINGLE PASS CONCRETE SAW CUT
LI WITH 0.25" [6mm] BLADE SLOT IS CLEAN
g E AND DRY BEFORE CABLE IS INSTALLED.
T O
@ 4 [1.22] 0 ®©
45° N ™ INDUCTIVE LOOP (4 TURNS, 14 AWG.)

1108} i ] |
0.25" [omm]

NOTES:
@ %Nx S?}EO(L):YSB?WSE%ZVO\I?NSIZE, REFER TO LOO7 DETAILS SIS ILLINOIS DEPARTMENT OF TRANSPORTATION

@4 TURN LOOP SHOWN. FOR NUMBER OF TURNS, REFER TO LOOP
DETAILS ON SITE LAYOUT DRAWING.
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